BASIC PARAMETERS OF
HIGHLY RELIABLE
“INTELLIGENT” EQUIPMENT
OF NON-DESTRUCTIVE TESTING BY CTG.
	Name
	Weight
	Function
	Objects of control
	Application domain
	Complex composition
	Note

	SCS
search control system
	7.4 kg
	Detection and localization of defects in the object of control.
	Molded and forged pieces of various mass and configuration, made of magnetic and nonmagnetic materials. Industrial forgings, work pieces, slabs, rollings. Stop valves of various diameters.
	Objects of:
- oil and natural gas industry,
- boiler inspection, 

- fire-explosive production,

- railway transport,

- engineering and metal-working.
	Specialized laser gage.  Electromagnetic hammer.  Electronic complex control unit.  Autonomous power supply unit. 3-channel charging unit. Point of remote control. Computer with application software. Shock-proof transportation hermetic case.
	Available configuration: portable and stationary. The electromagnetic hammer is moved manually.

	ICH 

intelligent control hammer
	1.4 kg
	Instant diagnosis. Integral estimate of the object of control state: detection of defects in the “FIT/UNFIT” mode without their localization.
	Molded and forged pieces of various mass and configuration, made of magnetic and nonmagnetic materials. Industrial forgings, work pieces, slabs, rollings. Stop valves of various diameters.
	Objects of:

-  oil and natural gas industry, 

-  boiler inspection, 

-  fire-explosive production, 

-  railway transport,

-  engineering and metal-working.
	Specialized laser gage. 
Holder handle with an electromagnetic hammer, a control panel and an indicating light. Electronic complex control and analysis unit. Autonomous power supply unit. 3-channel charging unit. Shock-proof transportation hermetic case. 
	Available configuration: portable only. The electromagnetic hammer is moved manually.

	LDS
laser diagnostic system
	10.6 kg
	Detection and localization of defects in the object of control.
	Welded seam pipelines joints of various diameters. 

2D welded seam joints. Heat-affected zone. Basic material of the object of control.
	Objects of:

-  oil and natural gas industry, 

-  boiler inspection,

-  fire-explosive production, 

-  railway transport, 

- shipbuilding, engineering and metal-working.
	Two specialized laser gages.  Controllable «crawler» for moving an electromagnetic hammer along the object of control.  Electromagnetic hammer.  Electronic complex control unit.  Autonomous power supply unit. 3-channel charging unit. Remote control unit. Computer with application software. Shock-proof transportation hermetic case. 
	Available configuration: portable and stationary. The electromagnetic hammer is moved automatically. Handy to control large-size items.

	CAD

complex of acoustic diagnosis
	2.1 kg
	Instant diagnosis. Integral estimate of the object of control state: detection of defects in the “FIT/UNFIT” mode without their localization.
	Porcelain insulators, covers and other items made of porcelain.
	Objects of:

- nuclear power and electrical power engineering.
	Specialized laser gage.  Electromagnetic hammer.  Electronic complex control unit.  Autonomous power supply unit. 3-channel charging unit. Computer with application software. Shock-proof transportation hermetic case.
	Available configuration: portable only. The electromagnetic hammer is moved manually. Can be completed with dry pin laser gages, as well as contactless.


